









PANEL CONSTRUCTION 


PRE-ASSEMBLED JAMBS—Re¬ 
duces installation costs — insures 
perfect panel alignment. Will not 
warp or creep. 


STEEL FINISHED EDGE—Panel 
edges are finished with a steel 
astragal formed for rubber strip 
insert to provide a sound-dead¬ 
ening seal between panels. 


HONEYCOMB CORE— CHOOJ 
FROM 4 CORE MATERIALS 

• HONEYCOMB (ILLUSTRATED) 

• FIBERGLAS 

• SPUN FELT 

• SOFT BOARD 


PLYWOOD BACKING 


CHOOSE FROM 7 FACING MATERIALS 

• CANVAS DUCK • VINYL PLASTIC* 

• EMBOSSED ALUMINUM • HARDWOOD VENEER 

• MASONITE • FORMICA 

• LINOLEUM 


HINGES—4"xVfc" steel butts 
welded to steel astragal. 


VINYL FACING IN CHOICE OF COLOR AT NO EXTRA COST 

'WEYMOLITE 


FABRIC VINYL PLASTIC 


The Deaf and Blind School at St. Augustine 
Florida . . . 


use Wayne Folding Partitions to convert their 
gymnasium into two separate gymclass areas. 












































CHALK OR 
TACKBOARD 


FLUSH BIRCH 
DOOR 
2'6" W. X 
5'8" H. 


KICKBOARD 


22d 

PANEL Wa 
VARIATIONS 


CHALK RECESS 


KICKBOARD 


TOP BLOCK 


UPPER FACING 
MATERIAL 


WAINSCOT 


TOP BLOCK 


KICKBOARD 
































































SPECIFICATIONS 


1. SCOPE OF WORK 

Furnish and install Wayne Electric Folding Partition(s) as shown 
on the plans and described below. The partition manufacturer 
shall furnish and install all material including track, trolleys, 
panels, power unit, limit and key switches, drive chain, jambs 
and hardware. 

2. WORK BY OTHERS 

The overhead supporting structure shall be punched by others in 
accordance with a template provided by the partition manufac¬ 
turer. The partition manufacturer will furnish l A H hanger rods 
for installation by others. All rough bucks, staining, painting 
(other than prime coat), conduit, rough boxes, wiring, disconnect 
switches and final electrical hook-up are by others. 

3. OPERATION 

The entire partition operation shall be automatic with the single 
motor controlled by a spring-loaded key switch. The final extend¬ 
ing movement shall cause the partition to seal automatically the 
1" space between itself and the floor. 

4. OPERATING COMPONENTS 

The operating mechanism shall consist of roller chain drive; an 
integrally mounted 208/or 220/or 440 Volt, 3 ph., 60 eye. electric 
motor, magnetic brake and permanently lubricated speed reduc¬ 
ing unit; multiple disc clutch; magnetic reversing starter; limit 
switches and all necessary equipment to assure the fully automatic 
operation of the partition. The clutch shall be capable of being 
disengaged, in the event of power failure, so that the partition 
may be moved manually. Alternate panels shall be suspended 
from 4 wheel ball bearing trolleys. Trolleys shall operate on a 
4 * I-beam track. 


5. PANEL CONSTRUCTION 

Partition panels shall have a nominal three inch thickness. They 
shall be built-up of two layers of fir plywood over fir stiles 
and rails. 

(Optional) The panels shall be covered with_ 

(Canvas Duck, Vinyl Plastic, or Aluminum Sheet) 

(Optional) A wainscot shall be provided of_. 

(Linoleum, Hardboard, Birch Veneer, Oak Veneer, or Formica) 

(Optional) The panel core shall be filled with_. 

(Fiberglas, Spun-Felt, Honeycomb, or Softboard) 

Vertical edges of panels shall be provided with continuous rolled 
steel hinge strips (astragals) with a molded rubber seal between 
panels. Hinges shall be 4"x 1 /&" steel butts welded to the hinge strips. 

6. FINISH 

All exposed canvas duck shall receive one shop coat of sizing. 
All exposed wood and hardboard shall receive one shop coat of 
wood undercoater unless the final finish is to be natural. All 
exposed steel shall receive one shop coat of aluminum oil base 
paint. All overhead track, trolleys and supporting steel shall 
receive one shop coat of zinc chromate base paint. All exposed 
hardware shall be dull brass. 

7. INSTALLATION 

Installation of the partition shall be performed in a skillful, 
workmanlike manner to insure correct operation of all its com¬ 
ponents. This work shall be under the direction of a qualified 
installation superintendent trained by the manufacturer. 

8. GUARANTEE 

The manufacturer shall guarantee that all work performed under 
these specifications shall be free from defects in material and 
workmanship for a period of one year from completion of 
installation. 


PLEASE NOTE —Wayne Iron Works pursues a continuing program of design and product improvement for better 
Partition Engineering. When such improvements occur, or, when conditions exist over which we have no control, 

Wayne Iron Works reserves the right to supply partitions considered to be standard at the time of shipment. 

WAYN E IRON WORKS, wayne, Pennsylvania 
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Rolling Gymstands • Folding Bleachers • Outdoor Seating • Folding Partitions • Basketball Backstops • Folding Stages 
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